
Line array speaker systems - Type S

SR-S4SWP
LINE ARRAY SPEAKER

The SR-S4SWP is a splash-proof two-way line array speaker ideal for short distance sound transmission and con-
figures a line array by arranging speaker elements vertically close to each other. It satisfies the water protection re-
quirements set down in the IPX4 Standard. It can be converted into the bi-amplifier drive system by changing the
internal connection. It can be used for high-impedance applications with the installation of the optional MT-S0601
Matching transformer.

Article number:SR-S4SWP
Alternative products: SR-S4S, SR-S4SEB-Q

Specifications
Dimensions (W x H x D) 160 x 892 x 303 mm
Dimensions (ø x D) x 303 mm
Finish Plywood, urethane coating, off-white (RAL 9010 or equivalent),
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NOTE:
1. Install the speaker with its air hole 
   down, as indicated by the Up mark on 
   the speaker.
2. It features the water protection 
   construction (IPX4), however it is 
   recommended that it be installed under 
   roofs, eaves, or other locations not 
   directly exposed to rain or snow.
3. For outdoor permanent installation, the
   installation angle of the speaker must
   be between 0° horizontal and 30° 
   downward as shown at the above. 
   Do not install the speaker horizontally.
4. When permanently installing the speaker
   outdoors, inspect it periodically .
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